
Full face masks MAG/MAG-4

For more than 10 years MAG masks have been protecting workers of industrial enterprises engaged in conditions of high air pollution level from a various number of 
factors, such as: harmful gases and vapors, aerosols (dust, smoke, fog), or their combinations.

MAG series full face masks are used with DOTpro filters in plastic version and DOT filters in metal version with thread connection.

Speech Diaphragm
Optimal possibility for clear and easy communications

Five-point Head Harness with self-tightening buckles
Quick adjustment and secure fit

Double-sided Bayonet Connection
Balanced weight distribution 

Materials
All used materials are soft, stable to mechanical and 
chemical influences and hypoallergenic for wearing 
comfort and durability.

Panoramic Visor 
The visor is constructed from high-strength polycarbonate 
ensuring increased durability and a wide field of view

MAG SERIES FULL FACE MASKS 

Increased strength of the glass

 The mask material resistance to the action of aggressive 
substances makes it suitable for various working 
conditions (EN 136 Class 2)

Wide panoramic view

Two types of the inner mask, facepiece seal and 
head harness material: rubber (MAG) and silicone (MAG-4)

5-point head harness with self-tightening buckles ensures 
fast and reliable fit on the head

EN 148-1 standard thread connection 

 One universal mask size

MAG

Name 

MAG

MAG-4

Size

One 
universal 

size

Connection 
type 

Thread EN 
148-1

Filters 
attached

DOTpro, DOT 10 years

Certification

Technical data
Material Warranty 

shelf life
rubber

silicone
EN 136 
Class 2



DOTpro 150 DOTpro 250 DOTpro 320 DOTpro 460 DOTpro 600

DOTpro

Our special offer: prolonged breakthrough time
1. DOT and DOTpro filters have extended breakthrough time in comparison with the requirements of EN 14387 standard (data provided below)
2. Reusable filters for protection against carbon monoxide (DOT M 460) and nitrogen oxides (DOTpro M 600)

DOT and DOTpro filter lines

We have been developing and manufacturing filters and absorbers for them for 80 years; more than 40 patents have been registered in the field of activated 
carbon technologies.

Thread filters are used completed with MAG series full face masks.
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Optional accessories
Bag for transportation and storage
Protecting film (10 pcs in the kit)

DOTpro 250+ A1B1E2 extra features*

C H6 12
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H S2

HCN

õ 1,4

õ 2

õ 2

õ 2

DOTpro 320+ K2 extra features*

NH3 õ 1,5

DOTpro 320+ A2B2E2P3 R D extra features*

H S2 õ 2

DOTpro 460+ A2B2E2 extra features*
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DOTpro 460+ A2B2E2K2 extra features*

H S2

HCN

õ 1,5

õ 1,2

DOTpro 460+ A2B2E2AX extra features*
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DOTpro 600+ A2B2E2K2AXP3 R D extra features*
C H6 12
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Nh3

õ 2
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õ 2

õ 2

DOTpro 600+ K3P3 R D extra features*
NH3 õ 1,3

– EN 14387 requirements            
– extra protection provided by filter

TECHNICAL DATA

Name 

UNIX 5000

UNIX 5100

Size

One 
universal 

size

Material

TPE

silicone

Operating 
temperature range

-40 to + 40°C 10 years

Compatible 
filters

UNIX

Approvals

EN 136

Class

2

Expiry of 
shelf life

Filter name
Absorber 
capacity

Connecting hose 
availability 

in the gas mask set
Filter type, efficiency class

export@zelinskygroup.com
www.en.protivogaz.ru
www.zelinskygroup.com

Zelinsky Group Ltd.
57, Dubininskaya str., Moscow
Russia, 115054

Phone: + 7-916-81-42-136
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